MULTILAYER CERAMIC CHIP CAPACITOR

FEATURES

Capacitance: 0.5pF ~330uF

Voltage: 4V~200V

Size:0201~2225

Lead-free terminations, RoHS and REACH Compliant

» APPLICATIONS

Typical applicationsinclude critical timing, tuning, circuits requiring low loss, circuits with pulse, high current,
decoupling, bypass,filtering, transient voltage suppression, blocking and energy storage.

» ORDERING INFORMATION

CC41 — 0805 - CG - 50V - 100pF - J - (N)
Series Casesize Dielectric Rated voltage Capacitance Capacitance Tern_ur_latlon
tolerance finish
0201 4V Refer to <10pF N=100%Sn
CC41- 0402 6.3V Capac]tance C:iO25pF
l | 0603 CG 10V D=%0.50pF
class 0805 16V >10pF
1206 25V J=%5%
1210 35V
1812 50V
CT41- 2220 2X1 100V K=210%
class Il 2225 X5R 200V M=%20%

Note: 2X1=XTR

» DIMENSIONS
Unit:mm
Appearance Csfzsee 0201 0402 0603 0805 1206 1210 1812 2220 2225
e L 0.60+0.10 1.00+0.20 1.60+0.20 2.00+0.30 3.20+0.30 3.20+0.40 4.50+0.40 5.70*0.50 5.70%0.50
L~
i W 0.30%0.10 0.50£0.20 0.80£0.20 1.25£0.20 1.60£0.30 2.50£0.30 320030 500050 6.50:0.60
;
< Tmax 0.55 0.70 1.00 1.45 1.90 2.80 3.50 4.20 4.20

W

“a

t 0.15%0.05 0.25+0.10 0.35+0.25 0.50*£0.25 0.50+0.35 0.60+0.30 0.90+0.60 0.90+0.60 0.90%0.60
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MULTILAYER CERAMIC CHIP CAPACITOR

» ELECTRICAL CHARACTERISTICS

NO. [tem Specification Limits
1 Capacitance Within specified tolerance
1
G Cr<30pF tgd < (400+20Cx)
Cr>30pF tgd <10Xx10*
) Dissipation 4V<Ur<16V  tgd <1000x10*
Factor 16V<Ur<25V  tgd <700X 10"
iéé 2BV<UR<50V  tg 5 <500 10"
Ur=50V  tgd <350X10"
%Note: CR=>1pF tg§<10%;
Size 0201,0402,0603 tgd<10%;
2 Insulation 550010 or 100MQ - uF whichever s less
Resistance
4 Dizlzcine No breakdown orvisualdefects
Strength

Measuring Conditions

CG:Cr<1000pF 1MHz=£10% 0.5V~5V
Cr>1000pF 1kHz£10% 1V%0.2V

2X1 & X5R:
Ce<10pF 1kHz*+10% 1V=£0.2V
Cr>10uF 120Hz£10% 0.5V=£0.2V

Voltage shall be applied with follow conditions:
UrsS500V Uk

Ur>500V 500V

Voltage applying time shall be 605 seconds.

Charging and discharging current shall be 50mA or less.

Urs100V  2.5Ur

100V<Ur<200V 1.5Ur+100V
5seconds,charging and discharging currentshall be
50mAorless.
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MULTILAYER CERAMIC CHIP CAPACITOR

» CAPACITANCE AND RATED VOLTAGE RANGE

CC41
Case Size 0201 0402 0603 0805 1206 1210 1812 2220 2225

Rated Voltage(V) 50 25 50 50 100 200 50 100 200 50 100 200 50 100 200 50 100 200 25 50 100 200 25 50 100 200

cap 0.5 1.0
(pF) 1.2 1.5
1.8 2.2
2.7 33
3.9 4.7
5.6 6.8
8.2
10
12
15
18
22
27
33
39
47
56
68
82
100
120
150
180
220
270
330
390
470
560
680
820
1000
1200
1500
1800
2200
2700
3300
3900
4700
5600
6800
8200
cap .010
(uF) .012
.015
.018
.022
.027
.033
.039
.047
.056
.068
.082
0.10
0.12
0.15
0.18
0.22
0.27
0.33
0.39
0.47

[ ¢G
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MULTILAYER CERAMIC CHIP CAPACITOR

» CAPACITANCE AND RATED VOLTAGE RANGE

CT41G
CaseSize 0201 0402 0603 0805 1206

RatedVoItage(V) 4 63 10 16 25 35 50 4 63 10 16 25 50 100 4 63 10 16 25 50 100 200 4 63 10 16 25 50 100 200 4 63 10 16 25 50 100 200

cap 100
(PF) 120
150
180
220
270
330
390
470
560
680
820
1000
1200
1500
1800
2200
2700
3300
3900
4700
5600
6800
8200
cap .010
(WF) .012

1 21 *DF(MAX)=12.5%
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MULTILAYER CERAMIC CHIP CAPACITOR

» CAPACITANCE AND RATED VOLTAGE RANGE

CT41G
CaseSize 1210 1812 2220 2225

RatedVoltage(V) 4 63 10 16 25 5 100 200 63 10 16 25 50 100 200 16 25 50 100 50 100

cap 100
(PF) 120
150
180
220
270
330
390
470
560
680
820
1000
1200
1500
1800
2200
2700
3300
3900
4700
5600
6800
8200
cap 010
(F) 012

1 2x1
B X5R




